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k MKDS

5.7.
Genetec tyto informace

:
http://www.genetec.com/solutions/resources/supported-device-list

:
1x pro kameru
1x pro failover kamery
1x pro Genetec Advantage
1x

9) pro IP kamery jsou:
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MKDS.

-
- v s
-
- citlivost pro den 0,07 50 IRE F 1.2
- citlivost pro noc 0,01 50 IRE F 1.2
-
- m k

- p p,
no

NL- kapacity 3TB na s
1920x1080 v .

,
,

E48V(T) / E48XV 8x6TB 7.2 K Drives            P/N: DP48V-48 N/6
E48V(T) / E48XV 16x6TB 7.2 K Drives            P/N: DP48V-96 N/6

bundle:
E48XV 16x6TB 7.2 K P/N: E48XVR96N/6
E48XV 32x6TB 7.2 K P/N: E48XVR192N/6

Parametry k
firmou Genetec pro Security Center 5.7 jsou:

X6800 na 2,93 GHz

Minimum
80 GB disk Security Center aplikace
256 MB PCI Express x16 video karta
1280 x 1

4 Generace Intel Core I7-4770
8 GB RAM
64bit Windows
120 GB Solid State Drive pro OS and Security Center aplikace
Gigabit Ethernet
NVIDIA QUADRO K620 2 GB video karta

Intel Core -

240 GB Solid State Drive pro OS and Security Center aplikace

NVIDIA* GeForce GTX 1060 6 GB video karta

2 GB video RAM
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NVIDIA 1060,1070,1080 s 6

ce z
2x Intel Xeon Xeon 4114
32 GB RAM
256 GB Solid State Drive karta na PCI express

NVIDIA* GeForce GTX 1060 6 GB video karta
IPS monitor

Maxi
CIF VGA HD Full HD Ultra HD

352 x 240 640 x 480 1280 x 720 1920 x 1080 3840 x 2160
Bit rate1 350 Kbps 1100 Kbps 2300 Kbps 5500 Kbps 50 000 Kbps
Minimum 14 6 2 1 0
D 2 60 47 23 11 6

2,3 78 58 50 26 8
1

2 Se zapnutou hardwarovo .
3 P

ch MKDS.
nost MKDS,

, za

P
t 7

1.
Ethernet 1Gbps (standardy 1000BASE-LX a 1000BASE-

do ch Ethernet VLAN ( ).
2. 5.7

protokol IPv4/IGMPv2
kamerami nebo enko

3. V
Ethernet (L2 vrstva OSI), bude dobu a ,

k MKDS GSC 5.7 a
4. klient 10 Professional a .

.
5. Z

5.7 a
6. V

Ethernet L2
IGMP snooping. V

7. Z
-SM.
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sou y definovat
servis a opravy MKDS.
V je

https://www.nukib.cz/).

  

 

 

 


